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FOR THE FIRST CHAIR PLAYER
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The Ultimate in
Height ROjustment e oo

Most thrones wicday of fer two wavs of
adjustng hewght: the threaded rod system
[piano stool stvle), and the rholy'smooth
rod clamping svstem. Both have advan

tages and disadvantages.

Spinning the seat on the
threaded rod sysoem
allows you 1o get exact
h|_~|q.‘!lu1.|H|f1._|1|:1
major height adjuwst
ments take oo much
time. Major adjust
ments are faster with
the t-holt system—bat
getting just the right
height oluen requires a
ot of Frustratng trial

and error.,

|st Chair thrones ingeniously combine the
hest of both worlds., The base section fea
tures a t-bolt with a nylon bushing for fast
height adjustmems. However, the md and
kev lock collar (Hite-Lok ) are threaded for
more exact adjustments, After vou quick-
Iy set the basic height with the t-balt, you
screw the Hite-Lok down o the base,
MNow the st Chair works as a threaded rod
throne o get the exact height—but with

none of the limits of a threaded rod chrone,

Sif-Tignt
Because of the huge amount of stress they

are subjected o, throne seat brackets have

an understandably high failure mte. Ban

Ist Chair's new Sic Tight
die-cast alumirim seat
bracket featuress & unigue
mislilevel round design for
greater bracker strengeh and longevicy.

Thie Sic Tight bracker also featres Tama's
super strong Muld-Clamiping system which
qrips the throne rod much more securely

than a standard t-bolt. Plus this multi

Hite-Lok

Nylon Bushing

Rocklok

clamip design
allows st Chair
throne seats o

be used with

almost any other

brane of throne base. [1st Chair’s Sic-Tight
hracket will it the top of throne mds
bevween 19.0mm and 25.4mm in diameter.,
Three popular dirmeters, 19.0mim, 22.2mim
and 25.4mm are indicated on the bracket

for guick adjusunent.)

Rochlok

This specially designed plas

*FAT. PEND

tic collar at bottom of the
throne rod prevents unwant
ed side-to-side motion inside

the wibing.

FI][]T' “fE FAT. PEND

A problem with any drom I-.I:.uu.l [rio ulqu
thrones) is that the stand leg's direct me
contact with their nubber feet means the
rubber feet wear oot quickly, But 1st Chai
Throne features the Footlife, an innovative

plastic atachment an the legs tha resulis

in much less wear and tear for longer fom

/

life,




e HTS10 Wide Rider features the same shapi as
Fama’s popular HTAS, the bicvele seat shaped throne.
But the HTSI0 is even wider for complete comfornt dus
ing éven the longest plaving sessions. Plus HTSI0's
seat Features urethane foam padding which will hold s

comfortable shape lor years o comee,

HTAI0 ROUND RIDER

Ihe vraditional throne seat shape..in an untraditionally
large size. The Round Rider's 153.5inch diameter, 900um
thick seat s filled with comfortable vet firm urethane

Foam padding.

For drummers who wane with 1st Chair's set-up advan

tages, but with a seat of taditonal size and pacding.

HT55L STAGEMASTER DRUM THRONE
Fama's ||l.l||l'.i||:' and very atfordable double braced

throne with a 13" diameter round seat.

HT55 WIDE RIDER SEAaT OnLy HT54 ROLIND RIDER. SEAT ONLY

Ist Chair seats can alse be mounted on vour own throne
base, Ist Chair's Sit-Tight mounting bracker can fit on

any throne rod from 19,0 mm to 25.4mm thick,
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